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PRODUCT DATA SHEET

Features & Functions

�� Fixed or adjustable power versions

�� Adjustable power version EN size 1 - 4

�� Cast aluminium body with steel rack and  

pinion mechanism

�� Supplied with Tri-Pack armset for all  

standard fixing applications

�� Precision needle roller bearing for  

optimum performance and efficiency

�� All over cover with flat form armset

�� Classic square cover available in a wide  

choice of finishes

�� Adjustable closing speed and latch action

�� Adjustable power version with built-in  

 backcheck

�� Optional hold-open armset

Certification

�� CE Marked to EN 1154

�� Certifire approved CF111

�� Fire tested to EN 1634 for use on fire doors  

up to 2hr timber / 4hr steel

�� DoP available at www.britoninspec.co.uk

2003 & 2003V

Overhead door closers

Fixed or adjustable power overhead door 

closer designed to provide a high performance 

solution to suit the most common door sizes.
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Product features Product references

2003 2003V

CE marked n

Closing power EN size 3 1-4

Maximum angle of opening 180˚ 180˚

Adj. closing speed & latch action n n

Adjustable backcheck n

Tri-pack armset n n

Mechanical hold-open armset*

Guarantee period 10yrs 10yrs

CE Classification 4  8  3  1  1  3 48 1-4 1 1 3

n�Standard              Optional




